
WPANTCPB Series

Stub Loaded Helix High Gain Antennas

High Performance 2300 - 2600 MHz
Circular Polarized Antenna for Wi-Fi Applications
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1. WPI Antenna
2. Product Series - Circular Polarization
3. Frequency Code - 2.45GHz
4. Cable Option - no cable
5. Antenna Style -  B010: 10 dBic, no dish

 A012: 12dBic, with dish
 B012: 12dBic, no dish
 A013: 13dBic, with dish

6. Connector Style - TVC female (Standard)
7. Special Requirement
8. Color Code - Black

Features:
1. High Performance
2. Small Size, Rugged, Lightweight
3. Right-Handed Circular Polarized
4. Adjustable Tilt Stainless Steel Bracket

Applications:
1. Indoor & Outdoor Application
2. WLAN CLients and Access Points Client (2.4GHz ISM)
3. WiMAX Application
4. IEEE 802.11a Applications

Electrical Specification        B010       A012    B012     A013

Mechanical Specification
Weight 0.5 lbs

Length 6.50 in (B010 & A012) / 7.50 in (B012 & A013)

Enclosure UV Stable ABS

Mounting Mast Mounted w/U-Bolts & Brackets (not included)

Polarization Right-Hand Circular

Operating Temperature -40˚C to 85˚C (-40˚F to 185˚F)

Frequency - MHz 2300 - 2600

Peak Gain (typical) 10 - 11 dBic

-3 dB Beam Width (typical) 40˚ - 60˚

Nom. Impedance 50Ω

Max. Input Power (typical) 10 W

VSWR (referenced to Zc=50Ω) 1.5:1 Max. <1.3:1 TypTT

RF Connector Type TNC FemaleTT

2300 - 2600

11 - 12 dBic

40˚ - 45˚

50Ω

10 W

1.5:1 Max. <1.3:1 TypTT

Type TNC FemaleTT

2300 - 2600

11 - 12 dBic

40˚ - 60˚

50Ω

10 W

1.5:1 Max. <1.3:1 TypTT

Type TNC FemaleTT

2300 - 2600

12  - 13 dBic

40˚ - 45˚

50Ω

10 W

1.5:1 Max. <1.3:1 TypTT

Type TNC FemaleTT
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TNC female (Standard) 

3. IEEE 802.11a Applications 
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